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This paper describes effects of the flexibility, length, and branching of side chains on the mechanical pro-

perties of low-bandgap semiconducting polymers. The backbones of the polymer chains comprise a

diketopyrrolopyrrole (DPP) motif flanked by two furan rings and copolymerized by Stille polycondensation

with thiophene (DPP2FT). The side chains of the DPP fall into three categories: linear alkyl (C8, C14, or

C16), branched alkyl (ethylhexyl, EH, or hexyldecyl, HD), and linear oligo(ethylene oxide) (EO3, EO4, or

EO5). Polymers bearing C8 and C14 side chains are obtained in low yields and thus not pursued. Thermal,

mechanical, and electronic properties are plotted against the number of carbon and oxygen atoms in the

side chain. We obtain consistent trends in the thermal and mechanical properties for branched alkyl and

linear oligo(ethylene oxide) side chains. For example, the glass transition temperature (Tg) and elastic

modulus decrease with increasing number of carbon and oxygen atoms, whereas the crack-onset strain

increases. Among polymers with side chains of 16 carbon and oxygen atoms (C16, HD, and EO5), C16

exhibits the highest Tg and the greatest susceptibility to fracture. Hole mobility, as measured in thin-film

transistors, appears to be a poor predictor of electronic performance for polymers blended with [60]

PCBM in bulk heterojunction (BHJ) solar cells. For example, while EO3 and EO4 exhibit the lowest mobili-

ties (<10−2 cm2 V−1 s−1) in thin-film transistors, solar cells made using these materials performed the best

(efficiency > 2.6%) in unoptimized devices. Conversely, C16 exhibits the highest mobility (≈0.2 cm2 V−1

s−1) but produces poor solar cells (efficiency < 0.01%). We attribute the lack of correlation between mobi-

lity and power conversion efficiency to unfavorable morphology in the BHJ solar cells. Given the desirable

properties measured for EO3 and EO4, the use of flexible oligo(ethylene oxide) side chains is a successful

strategy to impart mechanical deformability to organic solar cells without sacrificing electronic

performance.

Introduction

The mechanical properties of π-conjugated polymers deter-
mine the amenability of devices based on these materials to
roll-to-roll manufacturing and their stability in real-world
environments.1–3 These properties are determined by chemical

structure,4–9 molecular weight,10–14 and solid-state mor-
phology.15 Conjugated polymers require side chains to solubil-
ize the otherwise intractable conjugated core.16,17 Moreover,
the structure and composition of these side chains influence
the mechanical properties of solid polymeric films.5,18,19 This
paper examines the role of the flexibility, length and branching
of side chains on the thermomechanical and electronic pro-
perties of a collection of low-bandgap polymers in which the
acceptor moiety is N-substituted diketopyrrolopyrrole (DPP)
and the donor unit is thiophene, which is a class of materials
described recently in an account by Janssen and coworkers,
who pioneered the field.20 We compared linear alkyl, branched
alkyl, and linear oligo(ethylene oxide) (EO) side chains and
found that the crack-onset strain—a measure of extensibility—
increases as the side chain is altered from linear alkyl to EO to
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branched alkyl (Scheme 1). These results have important
implications for the design of semiconducting polymers for
deformable electronics, including stretchable, ultra-flexible,
and robust thin-film transistors and sensors21,22 for wear-
able23,24 and implantable25,26 health monitoring devices.

Background

Semiconducting polymers require flexible, aliphatic side
chains to be soluble in common organic solvents such as
chloroform and dichlorobenzene. Side chains confer solubility
by interrupting van der Waals interactions between main
chains and by permitting greater entropic freedom of the
polymer in solution.2 The size and attachment density of these
side chains also has a profound effect on thermomechanical
properties. For example, in the case of the regioregular poly(3-
alkylthiophene)s (P3ATs), the elastic modulus decreases and
the ductility increases with increasing length of the side
chain.2,27 In a simple conception of a semiconducting polymer
as comb-like, longer side chains reduce the energy needed for
the polymer to deform by lowering the number of carbon–
carbon bonds along the main chain that are aligned with (and
bear) the applied load.28 Longer side chains also inhibit sec-
ondary interactions between main chains, increase the free

volume, and thus lower the glass transition temperature
(Tg).

2,16,29,30 The relationship between Tg and the ambient
temperature has a large effect on the mechanical properties:
polymers operating above the Tg are rubbery and those operat-
ing below the Tg are glassy. The significance of the Tg is promi-
nent in P3ATs: polymers with side chains of n ≥ 6 are rubbery
and those with n < 6 are glassy at ambient temperature.18

The density of side chains and the ways in which they pack
also influences the mechanical response. For example, polymers
such as poly[2,5-bis(3-tetradecylthiophen-2-yl)thieno[3,2-b]thio-
phene] (PBTTT) exhibiting interdigitation of the side chains
can be highly crystalline and brittle.31 Interdigitation of the
side chains is also observed in conjugated polymers comprising
flexible, aliphatic spacers that interrupt conjugation along the
backbone.6,32 Despite increased flexibility of the main chain,
polymers with these so-called “conjugation-break spacers” may
produce brittle films. This counterintuitive property has been
attributed to the increased interdigitation of side chains (even
for a low attachment density),33 which results in greater micro-
structural order, closer packing of main chains, and stiffening
of the polymer film.34

Aside from the length and attachment density of side
chains, other molecular aspects of these pendant groups (e.g.,
chemical structure and branching) and the way they influence
the mechanical properties have not yet been explored. While
there is some evidence from a library of donor–acceptor polymers
that branched side chains tend to produce ductile materials with
low elastic moduli,5 the molecular weight and polydispersity of
these polymers were not rigorously controlled. Furthermore, all
previous studies on the mechanical properties of semiconduct-
ing polymers involved alkyl side chains. The flexibility of linear
EO chains suggests that polymers comprising such side chains
should be deformable.35 To test this hypothesis, we compared
DPP-based polymers with side chains of three different kinds:
namely, linear alkyl, branched alkyl, and linear EO.

Experimental methods
Materials

[6,6]-Phenyl C61 butyric acid methyl ester ([60]PCBM) was
obtained from Sigma-Aldrich with >99% purity. (Tridecafluoro-
1,1,2,2-tetrahydrooctyl)-1-trichlorosilane (FOTS) and octadecyl-
trichlorosilane (OTS) were obtained from Gelest. Poly(3,4-ethyl-
enedioxythiophene):poly(styrene sulfonate) (PEDOT:PSS,
Clevios PH 1000) was purchased from Heraeus. DMSO was
purchased from BDH. Chloroform, ortho-dichlorobenzene
(oDCB), dimethylformamide (DMF), and tetrahydrofuran
(THF) were obtained from Sigma-Aldrich. All other reagents
were used as received unless specified otherwise. Unless other-
wise noted, all reactions were carried out under nitrogen with
standard Schlenk techniques.

Characterization of the polymers

All compounds were characterized by 1H NMR (300 MHz,
Bruker) and 13C NMR (500 MHz, Jeol) using CDCl3 as the

Scheme 1 Chemical structure of PDPP2FT polymers with linear (n-)
alkyl, branched alkyl, and oligo(ethylene oxide) side chains. The poly-
mers bearing n-alkyl side chains with 8 and 14 carbon atoms were
obtained in low yields and with low molecular weights and were thus
not studied further.
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solvent. The residual chloroform peak at 7.28 ppm was used to
calibrate the chemical shifts for 1H NMR. Gel-permeation
chromatography (GPC) was carried out in chloroform using an
Agilent 1260 separation module equipped with a 1260 refrac-
tive index detector and a 1260 photodiode array detector.
Molecular weights were calculated relative to linear polystyrene
standards. Atomic force micrographs were obtained using a
Veeco scanning probe microscope (SPM) in tapping mode, and
the data were analyzed with NanoScope Analysis v1.40 software
(Bruker Corp.). Ultraviolet–visible (UV-vis) absorption spectra
were obtained for polymers in chloroform and in the solid
state (as cast from chloroform at 10 mg mL−1) using a
PerkinElmer Lambda 1050 UV-vis-NIR spectrometer.

Synthesis of monomers

Synthesis of the series PDPP2FT-EOx was carried out using the
following procedure, shown below for the case of
PDPP2FT-EO3, beginning with the DPP monomer. The synth-
eses of PDPP2FT-EO4 and PDPP2FT-EO5 were carried out in
the same way and described in detail in the ESI.† Synthesis of
the monomer, DPP2F-EO3, was carried out in three steps
(Scheme 2).

3,6-Di(furan-2-yl)-2,5-dihydropyrrolo[3,4-c]pyrrole-1,4-dione (2).
A 500 mL three-neck round-bottom flask connected to a con-
denser and dry nitrogen flow was charged with a stir bar and
tert-amyl alcohol (140 mL), furan-2-carbonitrile (1) (6.24 g,
68.8 mmol), and sodium pentoxide 1.4 M in THF (49 mL,
60 mmol). The temperature was progressively raised to 120 °C.
Diethyl succinate (4.18 g, 24.0 mmol) was added dropwise over
a period of 10 min. The reaction mixture turned dark orange-
red, and the resulting mixture was stirred for 2 h. MeOH
(300 mL) and acetic acid were added to the hot mixture, and
the resulting mixture was stirred for 2 h with reflux. The reac-
tion mixture was then cooled to room temperature, and the
resulting compound was filtered over a Buchner funnel for col-
lection and dried under vacuum (3.7 g, 58% yield). Compound
2 was used without further purification.

3,6-Di(furan-2-yl)-2,5-bis(2-(2-(2-methoxyethoxy)ethoxy)ethyl)-
2,5-dihydropyrrolo[3,4-c]pyrrole-1,4-dione (3-EO3). EO3-OTs
(generalized as ROTs in Scheme 2) was synthesized
according to a previously reported synthesis.36 Compound 2
(3.32 g, 12.4 mmol), EO3-OTs (14.96 g, 47.0 mmol), tetra-n-
butylammonium bromide (0.40 g, 1.24 mmol) and 120 mL of

dry DMF were added to a 250 mL single-neck round–bottom
flask, equipped with stir-bar and placed under nitrogen atmo-
sphere. The mixture was heated to 120 °C and stirred for 45 h.
The reaction mixture was cooled to room temperature. DMF
was removed under vacuum distillation, and distilled water
(200 mL) was added. The product was extracted with chloro-
form, then washed with brine, and dried over MgSO4, and red
solid was purified by silica gel chromatography eluting with
CHCl3/acetone (9 : 1 to 8 : 2). 2.12 g of 3-EO3 were isolated
(31% yield). (300 MHz, CDCl3): δ (ppm) = 8.28 (d, J = 3.5 Hz,
2 H), 7.66 (d, J = 1.1 Hz, 2 H), 6.69 (dd, J = 1.8 Hz, 3.7 Hz, 2 H),
4.37 (t, J = 6.3 Hz, 4 H), 3.74 (t, J = 6.3 Hz, 4 H), 3.70–3.40 (m,
16 H), 3.35 (s, 6 H). The 1H NMR characterization is consistent
with previous reports of this compound.37

3,6-Bis(5-bromofuran-2-yl)-2,5-bis(2-(2-(2-methoxyethoxy)
ethoxy)ethyl)-2,5-dihydropyrrolo[3,4-c]pyrrole-1,4-dione (4-
EO3). Compound 3-EO3 (2.11 g, 3.77 mmol) and 170 mL of
CHCl3 were charged in a 250 mL single-neck round–bottom
flask, equipped with stir-bar and placed under nitrogen atmo-
sphere. The mixture was cooled to 0 °C and stirred while
N-bromosuccinimide (NBS, 1.41 g, 7.92 mmol) was added in
small portions. The mixture was allowed to warm to room
temperature and stirred for 67 h following complete addition
of NBS. The organic phase was extracted with CHCl3 and
washed with water. The CHCl3 was evaporated, and the result-
ing tacky, dark red solid was purified by silica gel chromato-
graphy eluting with CHCl3/acetone (9 : 1 to 8 : 2). 2.35 g of 4-
EO3 were isolated (87% yield). (300 MHz, CDCl3): δ (ppm) =
8.23 (d, J = 3.8 Hz, 2 H), 6.63 (d, J = 3.7 Hz, 2 H), 4.32 (t, J =
6.1 Hz, 4 H), 3.75 (t, J = 5.9 Hz, 4 H), 3.70–3.40 (m, 16 H), 3.35
(s, 6 H). 13C NMR (126 MHz, CDCl3): δ (ppm) = 160.52, 146.20,
132.69, 126.49, 122.15, 115.56, 106.43, 71.98, 70.71, 70.62,
70.57, 69.52, 59.10, 41.69. HR-MS: m/z calc’d for
C28H35Br2N2O10 [M + H]+ 717.0647 found 717.0653.

The synthesis of the EO4 and EO5 monomers followed
similar procedures and is reported in the ESI.†

Synthesis of PDPP2FT polymers

The three known polymers, PDPP2FT-EH, PDPP2FT-HD, and
PDPP2FT-C16, were synthesized according to previously
reported procedures.29 The polymerization of PDPP2FT-EO3
proceeded as follows (Scheme 3): 4-EO3 (215 mg, 0.300 mmol),
2,5-bis(trimethylstannyl)-thiophene (5) (117 mg, 0.285 mmol),

Scheme 2 Synthetic pathway for the monomers with oligo(ethylene oxide) (EO) side chains.
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Pd2(dba)3 (2.7 mol%) and P(o-tolyl)3 (10.7 mol%) were charged
within a 25 mL 3-necked flask, cycled with nitrogen and sub-
sequently dissolved in 6 mL of degassed chlorobenzene. The
mixture was stirred for 20 h at 110 °C. The reaction mixture
was allowed to cool to 25 °C, 5 mL of CHCl3 was added, and
precipitated into methanol (200 mL). The precipitate was puri-
fied via Soxhlet extraction for 3 h with methanol and 3 h with
hexanes, followed by collection in chloroform. The polymer 6-
EO3 (PDPP2FT-EO3) was obtained as a dark solid (170 mg). 1H
NMR (300 MHz, CDCl3) δ (ppm) = 8.37 (bs, 2H), 7.28–6.74 (m,
4H), 4.38–3.33 (m, 30H). The polymerization reactions for
PDPP2FT-EO4 (6-EO4) and PDPP2FT-EO5 (6-EO5) followed
similar conditions as described in the ESI.† (Since the poly-
mers all have a common backbone, PDPP2FT, they are referred
to in the rest of the paper by their side chains using the follow-
ing simplified forms: EH, HD, C16, EO3, EO4, EO5.) GPC ana-
lysis for all polymers is available in Table S1,† and their GPC
traces can be found in the ESI.†

Preparation of glass substrates

Glass slides were cut into squares 2.5 cm per side with a
diamond-tipped scribe. The slides were then successively
washed in Alconox solution (2 mg mL−1), deionized water,
acetone, and isopropyl alcohol (IPA) in an ultrasonic bath for
10 min each and dried with compressed air. The glass slides
were then plasma treated (∼30 W) for 3 min at a pressure of
200 mTorr under ambient air to remove any residual organic
material and activate the surface. The surfaces were then passi-
vated by placing the slides and a vial containing ∼100 μm of
FOTS under static vacuum for 3 h. Finally, the glass slides were
thoroughly rinsed with IPA to remove excess FOTS. The fin-
ished surface had a water contact angle of approximately 110°.

Mechanical buckling

Sylgard 184 polydimethylsiloxane (PDMS) was prepared
according to the manufacturer’s instructions at a ratio of 10 : 1
(base : crosslinker) and cured at room temperature for 36 to
48 h prior to use in mechanical testing. After curing, the
PDMS was cut into rectangular strips (l = 10 cm, w = 1 cm, h =
0.3 cm) for use in buckling experiments. The PDMS strip was
pre-strained to 2–4% on a linear actuator and fixed to a glass
slide. Thin films of each polymer were prepared at three
different thicknesses and transferred to PDMS substrates. The

applied strain was released, and the resulting wrinkles (due to
a mechanical buckling instability) were analyzed under a Leica
DM2700 M microscope. The thickness of the films was
measured using a Veeco Dektak stylus profilometer, and the
elastic modulus of PDMS was measured using an Instron pull
tester. The Poisson ratio of PDMS and the polymer films were
estimated to be 0.5 and 0.35, respectively.38 This general pro-
cedure and calculation of the elastic moduli of the polymers
are reported in detail elsewhere.12

Crack-onset strain

Measurements of the crack-onset strain were performed by
transferring polymer films to pristine strips of PDMS, which
were then elongated in increments of 1% using a linear actua-
tor. The films were inspected under the microscope and pro-
gressively elongated until cracks or pinholes appeared. In
brittle samples, the crack-onset strain was marked at the for-
mation of long, slender cracks. In ductile samples, the crack-
onset strain was marked either on the appearance of new pin-
holes—which often resemble diamond-shaped microvoids—or
on the enlargement of preexisting pinholes.12

Fabrication of organic field-effect transistors (OFETs)

Highly doped (0.001–0.005 Ω cm) n-type Si wafers with 300 nm
of oxide were functionalized with a crystalline OTS monolayer
using a previously reported technique.39 Polymers were dissolved
in chloroform (10 mg mL−1) and allowed to stir overnight. Films
were then spin coated in air at 1500 rpm for 2 min, annealed at
100 °C for 1 h in a nitrogen glovebox, and tested using a
Keithley 4200 parameter analyzer in a nitrogen glovebox.

Fabrication of organic photovoltaic (OPV) devices

We fabricated photovoltaic devices using [60]PCBM as the elec-
tron acceptor. All polymers were mixed in a 1 : 2 ratio with [60]
PCBM (polymer:PCBM) at a concentration of 10 mg mL−1 in a
solution of 1 : 4 oDCB : CHCl3. The solutions were stirred over-
night and filtered with a 1 µm syringe filter prior to spin
coating. The films were spin coated at a rate of 1000 rpm (500
rpm s−1 ramp) for 120 s followed by 30 s at a speed of 2000
rpm (1000 rpm s−1 ramp) with no thermal treatment. We de-
posited a layer of PEDOT:PSS containing 7% DMSO and 0.1%
Zonyl as the transparent electrode at a rate of 500 rpm (250
rpm s−1 ramp) for 120 s followed by 30 s at a speed of 2000

Scheme 3 Synthesis of PDPP2FT-EOx polymers.
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rpm (1000 rpm s−1 ramp). The PEDOT:PSS films were annealed
on a hot plate at 150 °C for 30 min. We selected eutectic
gallium–indium (EGaIn) as the top contact for all solar cell
measurements.

Results and discussion
Synthesis of polymers

We chose, as a donor–acceptor system, a polymer based on the
N-substituted DPP unit flanked by two furan rings and copoly-
merized with thiophene (PDPP2FT). Polymers of this type, first
described by the Fréchet group, exhibit increased solubility
compared to those in which the furan rings are substituted
with thiophene rings.40 The DPP2FT unit bearing each of 8
different side chains is condensed with a thiophene ring in a
Stille polymerization to yield polymers for testing (Scheme 1).
Polymers bearing linear side chains with shorter lengths (i.e.,
C8 and C14) were synthesized in low yields and with low mole-
cular weights because of the poor solubility of the starting
materials and products (Table 1). These materials were thus
not explored further. With C16 as the side chain, however, the
polymer was produced in high yield and with high molecular
weight. Two polymers bearing branched side chains—ethyl-
hexyl (EH) and hexyldecyl (HD)—were also produced, both of
which exhibited good solubility and high-quality thin films by
spin coating. In addition to these polymers comprising hydro-
carbon side chains, we prepared three examples of polymers
with oligo(ethylene oxide) side chains of 3, 4, and 5 repeat
units (EO3, EO4, and EO5). These six materials allow for direct
comparison of the effects of the structure of the side chain.
For example, the progression from EO3 to EO4 to EO5 allows
measurement of the evolution in properties as the side chain
is lengthened by one EO unit at a time. Comparison of EO5,
HD, and C16, on the other hand, allows comparison of pro-
perties between materials with an equal number of carbon
and oxygen atoms (i.e., 16) in the side chain.

Glass transition temperature

The Tg reflects the thermal motility of polymer chains in a
solid film, and its value has a strong influence on mechanical

properties.2 We measured the Tg using an approach previously
developed by our group that is based on the onset of aggrega-
tion detected by UV-vis spectroscopy.41 The trend from EO3 to
EO5 shows a monotonic decrease in Tg from 123 °C to 94 °C
(Fig. 1a). The inverse correlation between the length of the
side chain and Tg has previously been observed in P3ATs.18

The Tgs, however, are much greater for polymers with back-
bones comprising the DPP2FT unit than those comprising
only thiophene rings, which afford greater flexibility to the
chains. In the series consisting of 16 atoms in the side chain,
EO5 has the lowest Tg, followed by HD and C16. This trend
suggests that increased flexibility of a linear side chain has a
greater effect in depressing the Tg than does branching.

Mechanical properties

We expected the materials with low Tg to also exhibit low
elastic moduli and high extensibilities. Elastic moduli were
measured using the buckling-based methodology (Fig. 1b);
again, the trend for EO3, EO4, and EO5 shows that the longer
the side chain, the lower the modulus. The modulus of EH is
exceptionally high (∼3 GPa), while that of HD is nearly an
order of magnitude lower. The trend among the samples
having 16 atoms in the side chain does not exactly match the
one found for the Tg: while EO5 has the lowest modulus, the
modulus of HD is slightly higher than that of C16, though the
values are similar.

The ductility or extensibility, as measured by the crack-
onset strain (Fig. 1c), is greatest for HD, although this value is
within the uncertainty of the extensibility of EO5. This com-
parison is also complicated by the fact that the crack-onset
strain strongly depends on the quality of the film, as thin
regions and defects are sites at which stress localizes and
where fracture initiates and propagates.12 The crack densities
at 0%, 20%, and 50% applied strain for each polymer were
imaged using optical microscopy (Fig. 1d). The high ductility
of HD and EO5 is consistent with their low crack densities at
50% applied strain. Interestingly, EO4 has a crack-onset strain
nearly equal to that of EO5, though EO4 has a much greater
crack density at 50% applied strain. This observation is

Table 1 Molecular characterization of DPP-based polymers with various side chains

Entry
Number of C and
O atoms in side chain Yield (%) Mn

a (kg mol−1) Mw
a (kg mol−1) PDIa

λmax
b (nm)

Eoptg (eV)Solution Film

EO3 10 65 14.6 52.8 3.6 812 830 1.35
EO4 13 60 (70) 17.1 (21.8) 44.8 (151.6) 2.6 (7.0) 812 832 1.34
EO5 16 86 23.8 116.8 4.9 813 835 1.33
EH 8 59 (57) 19.6 (33.8) 63.7 (138.8) 3.3 (4.1) 812 797 1.41
HD 16 74 29.2 101.4 3.5 812 807 1.41
C8 8 10 ND ND ND ND ND ND
C14 14 11 ND ND ND ND ND ND
C16 16 74 57.2 331.6 5.8 813 809 1.37

aDetermined by GPC relative to polystyrene standards. (The numbers in parentheses indicate the molecular weight of the polymer used in the
characterization of electronic properties.) bDetermined by UV-vis. (ND: No data acquired.)
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consistent with greater energy dissipation in the material with
increasing length of the side chain.

When analyzing the effects of molecular structure of a
polymeric material on its mechanical properties, it is critical
to separate these effects from those of unequal molecular
weights. To mitigate the effects of unequal molecular weight,
we attempted to obtain polymers in as narrow a range as
possible. As shown in Table 1, the range of Mn was 14.6 to
33.8 kg mol−1 for all polymers except for the outlier, C16
(57.2 kg mol−1), though the polydispersities ranged from 2.6
to 7.0. While this variability was potentially concerning, some
of our observations suggest that the measured mechanical
properties were more a consequence of molecular structure
than of molecular weight. For example, when holding mole-
cular structure constant, the effect of increasing molecular
weight is usually to increase the ductility. For the set of com-
pounds we tested, however, C16 had a much higher mole-
cular weight than the other samples, yet it was also the most
brittle. (Given the insolubility of C8 and C14, however, we
cannot discount the possibility that C16 formed aggregates in
solution and thus gave an artificially high molecular weight
by GPC.) Additionally, EO5 had an exceptionally high weight-
average molecular weight (Mw = 116.8 kg mol−1), yet it had
near the same crack-onset strain as EO4 (Mw = 44.8 kg mol−1).
While we recognize the large effect of molecular weight on
the mechanical properties of polymers, our measurements
suggest that these effects were masked by even larger effects
due to the length, branching, and flexibility of the side
chains.

Optical properties

Stretching the conjugated polymers aligns the chains, which
results in photophysical behavior that exhibits anisotropic
absorption of polarized light42 (i.e., absorption is greater when
incident light is polarized parallel to the strained axis). This
anisotropy—quantified by the dichroic ratio—is a measure of
the extent to which mechanical stress aligns main chains. In
Fig. 2a, the dichroic ratio is plotted as a function of the
applied strain for each material; except for EH, the dichroic
ratio is a monotonically increasing function of strain. The
dichroic ratio of EH increases from 0% to 30% strain, but then
decreases above 30%. This behavior could be the result of
chain alignment up to moderate (30%) strain, followed by a
return to a more isotropic state as the film fractures and the
intact regions rebound elastically. Fig. 2a also reveals slow
increase in the dichroic ratio of EO5 with strain compared to
those of EO3 and EO4. We hypothesize that greater free
volume and more degrees of freedom in EO5 enable better dis-
sipation of mechanical stress (e.g., through stretching and
rotation of bonds) with less alignment of main chains.

Optical bandgap

We measured the optical bandgap of our polymers and plotted
it as a function of the number of carbon and oxygen atoms in
the side chain (Fig. 2b). Polymers with EO side chains have the
smallest bandgaps, while polymers with branched side chains
have the largest bandgaps. Previous work on EO-substituted
polythiophenes shows a similar narrowing in bandgap com-

Fig. 1 Thermal and mechanical properties of the synthesized polymers. (a) Tg, (b) elastic modulus, and (c) crack-onset strain as functions of the
number of carbon and oxygen atoms in the side chain. (c) Optical micrographs of the cracking behavior on PDMS at 0% (pristine), 20%, and 50%
applied strain.
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pared to their alkyl-substituted counterparts.43 Narrowing in
the bandgap of EO-substituted polymers is attributed to long
conjugation lengths that stabilize planar conformations by
facilitating interaction between the EO side chains.44 Based on

Fig. 2b, this phenomenon appears to also hold for the low-
bandgap polymers, the bandgap of which decreases with
increasing length of the EO side chain. The PDPP2FT-based
polymers with branched side chains, on the other hand, have

Fig. 2 Optical and electronic properties of the synthesized polymers. (a) Evolution in dichroic ratio of each material as a function of applied strain.
(b) Optical bandgap and (c) hole mobility as functions of the number of carbon and oxygen atoms in the side chain.

Fig. 3 Photovoltaic properties of the synthesized polymers. (a) Architecture of the polymer-based organic solar cells. (b) Plots of current density vs.
voltage for devices made from each of the six polymers. (c–f ) Plots of PCE, FF, Jsc, and Voc, averaged over three devices of each type.
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larger bandgaps than those with linear side chains, which
suggests greater steric hindrance between branched side
chains that reduces the conjugation length by destabilizing
planarity.45 The branched polymers EH and HD have nearly
equal bandgaps, which suggests that lengthening of linear
side chains does not significantly contribute to steric hin-
drance. Roncali et al. suggest that steric hindrance (in poly-
thiophenes) is not affected by the length of branched side
chains, but rather is influenced by the position of the branch
point relative to the main chain.45 In future studies, altering
the branch point of these side chains may be a viable approach
to tune optoelectronic properties while retaining mechanical
robustness.

Since low bandgaps and high conjugation lengths corres-
pond to enhanced intramolecular charge transport,46 our
results regarding conjugation along the backbone (Fig. 2b)
may account for the high photovoltaic performance of poly-
mers with EO side chains in BHJ solar cells. Indeed, extensive
conjugation allows charges to reach the donor–acceptor inter-
face for charge separation more effectively, which may explain
the high photovoltaic performance of polymers with EO side
chains despite their poor field-effect mobilities (Fig. 2c), as
field-effect mobility is often limited by intermolecular charge
transport.47

Charge-carrier mobility

We fabricated bottom-gate top-contact field-effect transistors
to quantify charge-carrier mobility. Hole mobility was plotted
in Fig. 2c as a function of the number of carbon and oxygen
atoms in the side chain. The materials with the highest mobili-
ties were C16 and HD; EO5—the most deformable polymer—
had the lowest mobility. We attribute the poor field-effect
mobility of the polymers with EO side chains to poor mole-
cular packing at the interface between these chains and OTS-
treated surfaces. It is also possible that the increased polarity
of these side chains promotes charge trapping by attracting
water molecules or ionic impurities.48 Our results indicate that
the length of side chains, compared to their chemical structure
and branching, has a weak effect on hole mobility. This obser-
vation suggests that modification of the chemical structure,
rather than the size, of side chains is a possible path to
improve the mechanical properties of low-bandgap polymers.

Photovoltaic performance

Given the importance of mechanical reliability in both the
(roll-to-roll) fabrication and use of polymer-based organic
solar cells,49–51 we sought to measure the photovoltaic per-
formance of our materials when blended in a 1 : 2 ratio by
weight with [60]PCBM. The architecture of these devices is
shown in Fig. 3a. PEDOT:PSS was selected as the transparent
anode and eutectic gallium-indium (EGaIn) as the cathode.
The choice of electrodes was based on considerations of
mechanical deformability, ease of fabrication, and consistency
between different materials, as opposed to achieving the best
possible photovoltaic performance. The current–voltage ( J–V)
properties of the polymers are presented in Fig. 3b (best-per-

forming cells), with averages for the figures of merit (power
conversion efficiency (PCE), fill factor (FF), short-circuit
current density ( JSC), and open-circuit voltage (VOC)) plotted in
Fig. 3c–f and tabulated in Table 2. Three of the six polymers
(HD, EO5, and C16) made poor solar cells with PCE values less
than 0.3%. The other three polymers made functional solar
cells with similar PCEs (>2.5%). Although HD has the highest
field-effect mobility, it produced poor solar cells, possibly due
to disrupted packing caused by the long, branched side chains
and an unfavorable BHJ morphology when mixed with [60]
PCBM.

Conclusions

This paper demonstrated the effects of the length, branching,
and chemical structure of side chains on the thermal, mechan-
ical, and optoelectronic properties of a series of polymers with
a common donor–acceptor backbone. While the role of side
chains has been extensively studied on model systems such as
polythiophenes, the influence of side chains on the mechani-
cal behavior of donor–acceptor materials has been under-
explored. We found that linear side chains with high flexibility,
such as oligo(ethylene oxide), are a viable pathway toward
organic semiconductors with high deformability without sacri-
ficing electronic performance. In particular, EO4 appeared to
exhibit the best of all worlds in terms of its favorable field-
effect mobility, low modulus, high extensibility, and good per-
formance in a solar cell. These findings suggest a molecular
design strategy toward fabricating mechanically compliant
semiconducting polymers for organic solar cells as well as
wearable and biointegrated devices.
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Table 2 Photovoltaic properties of DPP-based polymers with various
side chains

Material Jsc (mA cm−2) Voc (mV) FF (%) PCE (%)

EH 7.08 ± 0.42 733 ± 02 51.4 ± 2.2 2.67 ± 0.21
HD 0.45 ± 0.07 528 ± 93 38.3 ± 4.7 0.09 ± 0.03
EO3 9.89 ± 0.58 583 ± 03 49.6 ± 0.5 2.86 ± 0.18
EO4 9.77 ± 1.89 571 ± 22 48.2 ± 3.5 2.66 ± 0.37
EO5 1.83 ± 0.35 459 ± 75 34.0 ± 2.7 0.28 ± 0.04
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